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With a USB A connector that plugs into the EON ONE Compact speaker and a 5.5 mm power terminal that connects 
to a compatible HARMAN device, the JBL EON ONE Compact USB power cables allow you to easily power an AKG 
DMS or WMS wireless system or DigiTech or DOD guitar pedal directly from your JBL EON ONE Compact battery-
powered portable PA.

Note: For use with select HARMAN products only.

FEATURES 6
• Powers an AKG wireless system, DigiTech pedal or DOD pedal from a 

JBL EON ONE Compact for greater setup flexibility and freedom while 
performing

• USB A to 5.5 mm power terminal
• 1300ma output
• 9V DC center-negative cable powers AKG DMS wireless systems and 

select DigiTech and DOD pedals, including the Whammy (5th Gen), 
TRIO+ Band Creator, Bass Whammy and more

• 12V DC center-positive cable powers AKG WMS wireless systems
• Length: 1 meter

USB POWER CABLES

Externally Charge EON ONE Compact batteries using the EON ONE Compact dual battery charger. This dual-slot 
high-current charger externally charges up to two EON ONE Compact batteries to full capacity in <7 hours.

FEATURES 6
• Charges one battery in <3.5 hours or two batteries in <7 hours
• Supports international power mains (100 – 240V)

DUAL BATTERY CHARGER

Be prepared for any gig and increase the run time of an EON ONE Compact system with additional EON ONE 
Compact rechargeable batteries. Each lithium-ion battery provides up to 12 hours of run time per charge for 
exceptionally long run time capabilities.

FEATURES 6
• Lithium-ion battery provides efficient power and long charge retention
• Up to 12 hours of run time per charge

RECHARGEABLE BATTERY

9V DC 12V DC
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CHARGER TYPE: Rapid dual battery charger
CHARGE TIME: Externally charges one EON ONE 

Compact battery to full capacity in 
<3.5 hours or two batteries in <7 hours

NOMINAL CHARGING 
VOLTAGE: 14.4V
NOMINAL CHARGING 
CURRENT: 3A

POWER RATING: 86.4W
BATTERY PLACEMENT 
POSITION: Vertical-slotting
OPERATING VOLTAGE: 100 – 240V
NET WEIGHT: 748 g (26.38 oz)
DIMENSIONS (D x W x H):  170.7 x 219.7 x 66.5 mm 

(6.72 x 8.65 x 2.62 in)

DUAL BATTERY CHARGER

TECHNICAL SPECIFICATIONS 6

BATTERY TYPE: Rechargeable lithium-ion
(cylindrical cell)

CAPACITY: 6300mAH
NOMINAL VOLTAGE: 14.8V
STANDARD DISCHARGE: 1240mA
CHARGING TEMPERATURE 
RANGE: 0°C – 42°C (32°F – 108°F)

DISCHARGING 
TEMPERATURE RANGE: -20°C – 45°C (-4°F – 113°F)
STORAGE: Store in a cool, dry and well-ventilated 

area
BATTERY RUN TIME: Up to 12 hours
NET WEIGHT: 600 g (21.16 oz)
DIMENSIONS (D x W x H): 30 x 157 x 71.5 mm 

(1.18 x 6.18 x 2.81 in)

BATTERY

CONNECTORS: USB type A to 5.5 mm barrel jack 
VOLTAGE (UP-CONVERT): 5V DC to 12V DC
OUTPUT CURRENT: 1300 mA
BARREL JACK SIZE: 5.5 mm (outer diameter)
BARREL JACK POLARITY:
MATERIAL: PVC cover, black
COMPATIBILITY: Supports AKG WMS Series wireless 

systems
LENGTH: 1 m

USB 12V DC POWER CABLE

CONNECTORS: USB type A to 5.5 mm barrel jack 
VOLTAGE (UP-CONVERT): 5V DC to 9V DC
OUTPUT CURRENT: 1300mA
BARREL JACK SIZE: 5.5 mm (outer diameter)
BARREL JACK POLARITY:
MATERIAL: PVC cover, black
COMPATIBILITY: Supports AKG DMS Series wireless 

systems and 9V DC-compatible 
Digitech and DOD pedals

LENGTH: 1 m

USB 9V DC POWER CABLE
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